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LGS Plus LGG iLCM

processor environment 37MHZ ARM7 Siemens TC65

power consumption 400mA under 12V normal operation
150mA under 12V normal operation 

(peak 250mA)

frequency 900/1800/1900 MHZ 900/1800/850/1900 MHZ

voltage 8-40VDC 9-32VDC

led status indicator power/gps/gsm power/gps/gsm

data logger capacity 100000 records 1000 records

firmware upgrade through serial port through serial port

parameter setting
through serial port 
or by air interface

through serial port 
or by air interface

protocol support TCP/IP TCP/IP

voice yes no

novideo option

Screen & Keyboard option(320x240) option

RF receiver type
1575.42 time/frequency search
 windows; L1 band; C/A code

8192 time/frequency search 
windows; L1 band; C/A code

Satellite Tracking channels 12 Parallel Channels 16 Parallel Channels

Tracking Sensitivity 16dBHz -158dBm

Positioning accuracy 10 m CEP (50%) 2.5 m CEP(50%)

Altitude 18000 M max 18000 M max

Velocity 515meter/second (max) 515 meter/second (max)

Cold Start <45 seconds (average)

<35 seconds (average)

<4 seconds (average)

<36 seconds (average)

<33 seconds (average)

<3.5 seconds (average)

Warm Start

Hot Start

Communication format NMEA 0183 V2.32 NMEA 0183 V2.32

GPRS multi-slot class 10 class 12

GPRS mobile station class B class B

Code scheme CS1,CS2,CS3,CS4 CS1,CS2,CS3,CS4

RS232 2 2

2 2

4 3Digital Input

Digital Output

Operating temperature

Storage temperature

-10°C to +70°C -10°C to +65°C

-30°C to +110°C -30°C to +110°C

Regulatory Approval CE,FCC,E13, meet RoHS

Dimension (LxWxH)(mm) 126x100x42 104x71x35

SIM Card Holder 3V 3V

SMA F External Antenna Connector yes yes

Hardware 
specification

Power Input (typical): 12/24 VDC(+- 5%)

Power Consumption: 
                             150 mA (Avg, no backlight) 
                             300 mA (Max, with backlight)

Operation temperature: 0 ~ 50  C

Storage temperature: -20 ~ 60  C

MCU�ú  8052 & PIC24HJ128GP306

Storage Interface �ú SD card 
                                (256MB is suggested)

LCD Dimension: 4"

Resolution�ú 320(H)x240(W)

Display Mode�ú FSTN�� Black&White���ù
                         Translective

Luminous Intensity�ú 50 cd/m

Frame Frequency�ú 70 Hz

BackLight�ú LED

Port1�ú  9 pins female(RS232�ù 57600 8N1�ù
no flow control)connected to the host machine

Port2�ú  PS2�� capable of connecting to 
 keypad or barcode reader��  

Buzzer�ú  supported

External buttons�ú  x10

IrDA remote controller : supported

Character repertoire �ú English�õ Chinese
�!�!�!�!�!�!�!�!�!�!�!�!�!�!�!�!�!�!�!�!�!�!�!�!�!�!�!�!�!�!��BIG5/GB��

Night mode: supported

Watch Dog : supported

Biz�ú

Max SMS number :
                  15�ô each is up to 254bytes

Max Lexicon number : 
                  20�ô each is up to 40bytes

Max Form number : 
                  12�ô 8 columns & up to 256bytes


